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High Performance Pumps

	 	 Max	 Max	 Max	 Max	 Power	 Bore	 Stroke	 CrankShaft	 weight

	 Model	 gPM	 lMP	 PSi	 Bar	 eBhP	 dia	MM	 MM	 id	StaMP	 lBS.
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Manifold: High strength forged brass 
for long term use.  

Bolts: Eight 6mm grade 12.9.

Plungers: A special thick solid ceramic 
for long life, strong durability and more 
resilience.

CrankCase: Precision die-cast, large 
cooling fins and anodized for maximum 
heat dissipation.  Sight glass, fill and side 
and bottom drain plugs.  

Bearings: Oversized for maximum life 
and load disbursement, needle bear-
ing on the drive side and ball on the 
non-drive side.  Each bearing is held in 
position on the crankshaft and crank-
case by snap rings.  This assures positive 
alignment and centering of the connect-
ing rods and crankshaft in relation to the 
crankcase, it also eliminates the crank-
shaft from floating.

ValVes, seats, and sPrings: Stainless 
steel with specially designed Ultra Form 
cages to provide extra long life and posi-
tive seating.

seals and V-PaCkings: Continuously 
lubricating for extended life.

Plunger rods: High strength stainless 
steel.

ConneCting rods: One piece special 
alloy aluminum based, oversized for maxi-
mum strength, load disbursement, and 
long life.  Heavy pin area construction, for 
added load strength.

 XMA3G25N 3.0 11.4 2500 170 5.0 15 13.2 3 14
 XMA3.5G25N 3.5 13.2 2500 170 5.5 15 15.4 1 14
 XMA4G20N 4.0 15.1 2000 140 5.5 18 13.2 3 14
 XMA3.5G22N 3.5 13.2 2200 150 5.0 15 15.4 1 14
 XMA3G25E-F17 3.0 11.4 2500 170 5.0 15 13.2 3 15
 XMA3G30E-F17 3.0 11.4 3000 206 6.2 15 13.2 3 15
 XMA3.5G25E-F17 3.5 13.2 2500 170 5.5 15 15.4 1 15
 XMA2G15E-F33 2.11 8.0 1500 105 2.0 15 9.4 7 15
 XMA2G22E-F33 2.11 8.0 2200 150 3.0 15 9.4 7 15
 XMA2.5G18E-F33 2.5 9.5 1800 120 3.0 15 10.6 5 15
 XMA3G18E-F33 3.0 11.4 1800 120 4.0 15 13.2 3 15

 Oil Capacity = 14.6 oz Maximum Fluid Temperature = 140° F Inlet Thread = 1/2”F Discharge Thread = 3/8”F

sPeCial note:  Use  AR64516 Oil.  First change oil after 50 hours of use.  Then every 500 hours.  This oil is specially 
formulated to provide correct lubrication properties for our pumps.  No other oil is factory approved for these pumps.

XMA 1750 rpM

Torque Specifications Inch pounds (ft. lbs)
 head	 PiSton	nut	 rear	Cover	 Side	Cover	 valve	CaP	 Con	rodS
 133 (11) 106 (8.8) 89 (7.5) N/A 442 (37) N/A



 Pos Code Description Qty. 

 Code Description Qty. 
Special Parts / KitsRepair Kits

partS BreakDown

 Pos Code Description Qty.  Pos Code Description Qty. 
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 1 960160 O-Ring Ø17.86x2.62 6
  1260162 Valve cap 6
 2 1260162T Valve Cap 1/4” threaded 1
 3 1269050 Complete valve 6
 4 880830 O-Ring Ø15.54x2.62 6
 5 620301 Plug 1/8” G 1
  1780130 Support ring Ø15 mn 3
 6 1780140 Support ring Ø18l 3
  1260130 High pressure packing Ø15mn 3
 7 1260220 High pressure packing Ø18l 3
  1780090 Piston guide Ø15mn 3
 8 1780110 Piston guide Ø18l 3
 9 1780010 Pump body 1
 10 1266740 Cap 1
 11 1260790 Circlip Øi52 1
 12 1780550 Snap ring 1
 13 1780490 Bearing 1
 14 880130 Vented oil cap 1
 15 1780050 Piston pin 3
 16 1780510 Gasket 1
 17 1200430 Bolt M6x16 6
 18 1789010 Complete cover 1
 19 1780040 Con rod 3
 20 1780060 Guiding piston 3
 21 480480 O-Ring Ø4.48x1.78 3
 22 1260091 Washer (slinger) 3
  1780070 Plunger Ø15mn 3
 23 1780080 Plunger Ø18l 3
 24 1260100 Piston washer 3
 25 1260110 Nut M8 3
  1380141 Rail 5/8” (N Version Only) 2
  Z-Bracket 1-3/4 Rail 1-3/4” (N Version Only) 2
 26 Z-Bracket Rail 2-5/8” (N Version Only) 2
 27 740290 O-Ring Ø14x1.78 3
 28 1980740 Plug 3/8” G 3
 29 1260470 Bolt M8x10 4
 30 1260460 Oil seal 3

  1780100 Rear piston guide Ø15mn 3
 31 1780120 Rear piston guide Ø18l 3
 32 770260 O-Ring Ø23.52x1.78 3
  1260440 Low pressure seal Ø15mn 3
 33 1260450 Low pressure seal Ø18l 3
 34 820361 Plug 1/2” G 1
 35 180101 O-Ring Ø17.5x2 1
 36 1780020 Pump head 1
 37 1381550 Washer 8
 38 1322730 Head bolt M6x60 8
 40 1321190 Bearing 1
 41 1321080 Snap ring 1
 42 480671 Oil seal n 1
  1780150 Crankshaft 24mm  1
  1780170 Crankshaft 24mm m 1
  1780180 Crankshaft 24mm l 1
  1780820 Crankshaft Ø3/4” u 1
  1781050 Hollow shaft Ø5/8” n 1
  1780990 Hollow shaft Ø5/8” r 1
  1781180 Hollow shaft Ø5/8”  1
  1780290 Hollow shaft Ø1-1/8”  1
  1780300 Hollow shaft Ø1-1/8” m 1
  1780950 Hollow shaft Ø1-1/8” l 1
 46 1380520 Key 1
 47 1260750 Oil seal 1
 52 620610 Bolt M8x30  4
 53 1780910 Electric motor flange - F33 1
  1789201 Complete pump head Ø15mn 1
 57 1789202 Complete pump head Ø18l 1
 58 1591 Motor Flange  1
 59 180030 Bolt M8x20 4
 71 1260250 Oil sight glass 1
 72 1260430 Snap ring 1
 73 1780690 Contrast disc 1
 74 1140450 O-Ring Ø20.24x2.62 1

Legend
 Ø 15 Ø 15 Ø 18
 For m For  For l
 XMA3G25 XMA3.5G22 XMA4G20
  XMA3.5G25

 For n	 For u
 XMA2G22 XMA3.5G22 (3/4”shaft)

 For r	 For 
 XMA2.5G18 XMA3G18

 2776 Viton water seals Ø15 1
 2777 Viton water seals Ø18 1
 2729 Rail Kit - 5/8” - 2 Rails & 4 Bolts  1
 2633 Rail Kit - 1-3/4” - 2 Rails & 4 Bolts  1
 2633H Rail Kit - 2-5/8” - 2 Rails & 4 Bolts 1
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  AR64516 Oil 1 
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